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Consumer Product Safety Commission § 1210.2

manufactured after October 15, 1979 
must be certified as complying with 
the standard. Cellulose insulation 
which is sold in bags or other con-
tainers is ‘‘manufactured’’ when the in-
sulation is packaged in the bag or 
other container in which it will be sold. 
Insulation which is not sold in bags or 
containers is ‘‘manufactured’’ when the 
insulation leaves the manufacturing 
site to be sold.
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Subpart A—Requirements for 
Child Resistance

AUTHORITY: 15 U.S.C. 2056, 2058, 2079(d).

§ 1210.1 Scope, application, and effec-
tive date. 

This part 1210, a consumer product 
safety standard, prescribes require-
ments for disposable and novelty light-
ers. These requirements are intended 
to make the lighters subject to the 
standard’s provisions resistant to suc-
cessful operation by children younger 
than 5 years of age. This standard ap-
plies to all disposable and novelty 
lighters, as defined in § 1210.2, that are 
manufactured or imported after July 
12, 1994.

§ 1210.2 Definitions. 
As used in this part 1210: 
(a) Cigarette lighter. See lighter. 
(b) Disposable lighter—means a lighter 

that either is: 
(1) Not refillable with fuel or 
(2)(i) Its fuel is butane, isobutane, 

propane, or other liquified hydro-
carbon, or a mixture containing any of 
these, whose vapor pressure at 75 °F (24 
°C) exceeds a gage pressure of 15 psi (103 
kPa), and 

(ii) It has a Customs Valuation or ex-
factory price under $2.00, as adjusted 
every 5 years, to the nearest $0.25, in 
accordance with the percentage 
changes in the monthly Wholesale 
Price Index from June 1993. 

(c) Lighter, also referred to as ciga-
rette lighter, means a flame-producing 
product commonly used by consumers 
to ignite cigarettes, cigars, and pipes, 
although they may be used to ignite 
other materials. This term does not in-
clude matches or any other lighting de-
vice intended primarily for igniting 
materials other than smoking mate-
rials, such as fuel for fireplaces or for 
charcoal or gas-fired grills. When used 
in this part 1210, the term lighter in-
cludes only the disposable and novelty 
lighters to which this regulation ap-
plies. 

(d) Novelty lighter means a lighter 
that has entertaining audio or visual 
effects, or that depicts (logos, decals, 
art work, etc.) or resembles in physical 
form or function articles commonly 
recognized as appealing to or intended 
for use by children under 5 years of 
age. This includes, but is not limited 
to, lighters that depict or resemble car-
toon characters, toys, guns, watches, 
musical instruments, vehicles, toy ani-
mals, food or beverages, or that play 
musical notes or have flashing lights or 
other entertaining features. A novelty 
lighter may operate on any fuel, in-
cluding butane or liquid fuel. 

(e) Successful operation means one sig-
nal of any duration from a surrogate 
lighter within either of the two 5-
minute test periods specified in 
§ 1210.4(f). 

(f) Surrogate lighter means a device 
that: approximates the appearance, 
size, shape, and weight of, and is iden-
tical in all other factors that affect 
child resistance (including operation 
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